














SK series

一       

SK series specification

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

Can interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Wiring port COM3(485)

YES

YES

COM1：RS232 COM2 ：RS485/422

NO

1000V AC, 1 minute

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

COM3(485)

Ethernet NO

NO

07

Model
SK-070QE  
     (V3.0)
  

SK-070QS  

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

700

192 × 138

203 × 145 × 35

7"(16:9)

engineering plastic ABS+PC

10 ~ 25HZ (XYZ direction 2G/30 minutes)

-20°C~55°C (no freezing)

 5~95% (non-condensing)

4

Class 4 ±8kV

(DC12~24V)±15%

4-wire high precision touch panel

800 × 480

400:1 

2450cd/m

16.77 million

LED

128MB DDR3

128MB FLASH

Cortex A7 1GHz. Dual Core

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi NO

4G NO

SKTOOL

SK-070QT

COM1 ：RS485

NO

204 × 148 × 36

800 × 480/1024x600

NO

1024x600

SK-070QH(HD Version）

SK series specification

automatic humidity   
Working environment

SK-070QF
(waterproof version) 

IP67（Whole machine） IP65 (front panel)
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SK-043QT
  

SK-102QTSK-043QE SK-102QS

273 × 211 × 44139 × 86 × 31

259 × 201132 × 80

1050200

4.3"(16:9) 10.2"(16:9)

3 7

(DC12~24V）±15%

480 × 272 1024 × 600

400:1 

2400cd/m 2450cd/m

LED

128MB DDR3

128MB FLASH

NO

YES

YES

COM1：RS232   COM2：RS485/422

NO

COM3(485)NO COM2(485)

NO

NO

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

Can interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Wiring port

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Class 4 ±8kV

4-wire high precision touch panel

16.77 million

Cortex A7 1GHz. Dual Core

Ethernet

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

SKTOOL

SK series specification
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200

3

(DC12~24V)±15%

400:1 

LED

128MB DDR3

128MB FLASH

NO

YES

YES

COM：RS232/422/485

SK-035FE SK-035UE
  

SK-043UE SK-043FE

135 × 89 × 39 96 × 81× 47 138 × 86 × 38 150 × 93 × 39

123 × 80 92 × 77 132 × 80 141 × 84

3.5"(4:3) 4.3"(16:9)

270

320 × 240 480 × 272

2 350cd/m 2400cd/m

Cortex A8 600MHz

NO

NO

NO

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

SK series specification
SK series

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Class 4 ±8kVClass 3 ±6kV

4-wire high precision touch panel

16.77 million

Cortex A7 1GHz. Dual Core

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards
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SK-043HE
  

SK-043HS

4.3"(16:9)

3

（DC12~24V）±15%

480 × 272

400:1 

2400cd/m

LED

128MB DDR3

128MB FLASH

NO NO

YES

YES

173 × 95 × 39

163 × 85

270

5

Cortex A8 600MHz

NO

NO

COM：RS232/422/485

SK-057FE SK-050HE

177 × 140 × 40 165 × 103 × 39 

163 × 133 157 × 95

5.7"(4:3) 5"(16:9)

510 330

4

640 × 480 800 × 480

COM1 COM2：

RS232/422/485 
COM：RS232/422/485   

SKTOOL

SK series specification

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

Cortex A7 1GHz. Dual Core

4-wire high precision touch panel

16.77 million

Class 4 ±8kV Class 3 ±6kV

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Ethernet
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510

YES

NO

5

(DC12~24V)±15%

400:1 

2450cd/m

LED

NO

NO

SK-050HS

165 × 103 × 39 

SK-T070XS(Hold）

258 × 195.4 × 65.1 225 × 153 × 40

210 × 144157 × 95 NO

5"(16:9)

330

7"(16:9)

700

4

800 × 480 1024 × 600 800 × 480

2400cd/m

128MB DDR3

128MB FLASH

Cortex A8 600MHz

512MB DDR3

Cortex A8 800MHz

256MB FLASH

128M DDR3

128M FLASH

COM：RS232/422/485   COM1:RS232/485/422
COM1 COM2：

RS232/422/485 

SKTOOL

SK-070GE

YES

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Class 4 ±8kVClass 3 ±6kV

4-wire high precision touch panel

16.77 million

Ethernet

Cortex A7 1GHz. Dual Core

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

SK series specification
SK Series



SK-070GS

5

(DC12~24V)±15%

400:1 

2450cd/m

LED

128MB DDR3

128MB FLASH128MB FLASH

NO

YES

YES

NO NO

NO

SK-070GG SK-070GW SK-070ME

225 × 153 × 40 205 × 145 × 40

210 × 144

7"(16:9)

192 × 138

700

800 × 480

Cortex A8 600MHz

256MB FLASH

YES

NO

NO

NO YES

NO

NO

COM1  COM2：RS232/422/485

YES

12

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Class 4 ±8kV

4-wire high precision touch panel

16.77 million

Cortex A7 1GHz. Dual Core

Ethernet

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

SK series specification



450:1 

SK-102CE

10.2"(16:9)

5

1024 × 600

400:1 

2450cd/m 2500cd/m

LED

128MB DDR3

128MB FLASH128MB FLASH

YES

YES

NO NO

NO YES

NO

NO

NO YES

NO

NO

SK-070MS SK-070MG SK-070MW

205 × 145 × 40 274 × 180 × 40

192 × 138

7"(16:9)

（DC12~24V）±15%

800 × 480

Cortex A8 600MHz

NO

COM1  COM2：RS232/422/485

YES

13

7

1000700

256MB FLASH

255 × 167

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

Ethernet

Cortex A7 1GHz. Dual Core

4-wire high precision touch panel

16.77 million

Class 4 ±8kV

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

SK series specification
SK Series
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1000

SK-102CG
  

SK-102CWSK-102CS SK-102HE

10.2"(16:9)

273 × 211 × 44

259 × 201

7

LED

128MB DDR3

128MB FLASH128MB FLASH

YES

YES

NO NO

NO YES

NO

NO

NO YES

NO

NO

274 × 180 × 40

255 × 167

（DC12~24V）±15%

1024 × 600

450:1 

2500cd/m

Cortex A8 600MHz

NO

COM1  COM2：RS232/422/485

YES

1050

256MB FLASH

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

Ethernet

Cortex A7 1GHz. Dual Core

4-wire high precision touch panel

16.77 million

Class 4 ±8kV

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

SK series specification



SK-102HG
  

SK-102HWSK-102HS

10.2"(16:9)

1050

1024 × 600

LED

128MB DDR3

128MB FLASH

YES

YES

NO NO

NO YES

NO

NO

NO YES

NO

NO

SK-H150AS

275 × 211 × 44 365 × 302 × 63

259 × 201 356 × 293

15"(4:3)

3000

7 10

（DC12~24V）±15% DC24V±15%

1024 × 768

450:1 500:1 

2500cd/m

Cortex A8 600MHz

256MB FLASH

2GB DDR3

8GB 

COM1  COM2：RS232/422/485

15

YES

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

Ethernet

4nuclear Cortex A17 1.5GHz. 

4-wire high precision touch panel

16.77 million

Class 4 ±8kV

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

SK series specification
SK Series



273 × 211 × 44

259 × 201

10.2"(16:9)

1050

5 7

1024 × 600

400:1 

2450cd/m

LED

128MB DDR3

128MB FLASH

NO

YES

YES

NO

NO

SK-070ME  
  （V3.0)

SK-070MS  
     （V3.0)

205 × 145 × 40

192 × 138

7"(16:9)

700

（DC12~24V）±15%

800 × 480

Cortex A8 600MHz

NO

NO

16

COM1：RS232  /422/485 

COM2 RS485： （Optional）

SKTOOL

SK-102HE  
    （V3.0)

SK-102HS  
    （V3.0)

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

Class 4 ±8kV

4-wire high precision touch panel

16.77 million

Ethernet Ethernet

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

SK series specification
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LED

128MB DDR3

128MB FLASH

NO

YES

YES

NO

NO

SK-121FE SK-121FS SK-156QS  

Aluminium alloy galvanized shet

10

340 × 256 × 54

330 × 246

12.1"(4:3)

2160

395 × 257× 31

383 × 246

15.6"(16:9)

2450

（DC12~24V）±15%

450:1

1024 × 758 1920 × 1080

700:1 

2 300cd/m

256MB DDR3

Cortex A8 600MHz Cortex A7 1.2GHz

4G(EMMC)

NO

NO

 COM1 COM2：

RS232/422/485    

 COM1：RS232/422/485 

COM2：RS485    

17

SKTOOL

Display size (mm)

Shell material

Storage 

Power supply

Backlight Module

Network interface 

 U disk port 

USD download port 

Serial interface 

Configuration 
Software

Model

Structure and 
environment 

Size(mm)

Hole size (mm)

Weight (g)

temperature  
Working environment

Shock resistance

Power consumption
              (W)

Power supply 
voltage

Static level  

Display 

Hardware

Interface 

Other parameters 

software

 Resolution（PX）

Contrast 

Brightness 

Touch panel  

Display colors 

CPU

RAM

FCC Compatibility 

Withstand voltage
 test

CE certification

Protection class

Wifi 

4G

automatic humidity   
Working environment

Can interface 

1000V AC, 1 minute

IP65 (front panel)

Complies with FCC, Class A

Complies with EN55032 and EN55035 standards

Ethernet

4-wire high precision touch panel

16.77 million

Class 4 ±8kV

1050

-20°C~55°C (no freezing)

 5~95% (non-condensing)

10 ~ 25HZ (XYZ direction 2G/30 minutes)

engineering plastic ABS+PC

SK series specification
SK Series
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